I. SECTION XI
STREET STOCK - (UPDATED 01/200 9- 03-04-09)
1. BODIES: Any US manufactured full body passenger car, 1960 or newer with a minimum stock wheelbase of 108". Stock appearing aftermarket noses allowed. No front wheel drive, 4-wheel drive, Jeeps, station wagons, trucks or convertibles. All doors must be welded shut. Glass should be removed except front windshield if free from defects. Front windshield may be replaced with 1/2" square heavy gauge steel wire, the full width of the windshield area with a minimum 4" plexi deflector. No excessive lightening of bodies, all interior sheet metal must be left intact. Inner tin may be removed in truck area.  Front inner fender panels may be removed; dash may be removed. All lights, trim, upholstery and rear seat must be removed. Stock bumpers must be welded in place to avoid falling off in the event of impact. No bracing exposed in front of radiator to bumper. A rear firewall of 20 gauge or thicker steel is mandatory. May tin in from the rear of the roll cage back.  Inner tin may be removed in trunk area. There must be minimum 4" ground clearance. No holes cut in hood! Stock-style spoilers allowed. 
No Rub Rails allowed, with the exception of flat surface material. (Example: Lexan)

Aftermarket Steel body may be used.  Must look stock appearing. (Example: "Five Star Bodies")

Steel door plates highly recommended, 18 gauge or .049-inch minimum thickness metal, must be securely welded to outside of door bars on driver's side. Plate must cover the area from the top door bar to the bottom door bar and from the rear down post to five inches in from of the seat. Must be visible for inspection.

2. ENGINE: 358 cubic inch limit in this division and must remain stock as manufactured. Production cast iron block.  Heads must be cast iron production type. Must match make and model (i.e. GM in GM, Ford in Ford, etc.), have a stock cast iron intake and exhaust manifolds. No machining of intake or exhaust manifolds. No angle plug heads, no head modifications. No Darts Heads or GM Vortec Heads Allowed.  Flat top pistons only. Hydraulic Cams only. All valve train pieces must remain stock. (springs, push rods, rocker arms). No roller tip or roller rockers allowed. OEM 2 BBL carburetor without adapters or spacers. (NO Holley 4412). Removal of the choke mechanism is allowed. No OEM or aftermarket high performance equipment allowed.  Aluminum radiators allowed. Must have overflow jug securely mounted.  No old anti-freeze bottles.  No Anti-freeze, no engine additives, Example: No Water Wetter No 20 Below, Water Only.   No electric fans.























CAM SPECS AS FOLLOWS:

MAX VALVE SIZE 


INT.
EX.







108" WB 8 CYLINDER

CHEVROLET
307

1.940
1.500

FORD
302

1.780
1.460

CHRYSLER
308

1.880
1.500

112" WB 8 CYLINDER

CHEVROLET
350

1.940
1.500

FORD
351W

1.840
1.500


351C

2.040
1.654

CHRYSLER
360

1.880
1.600

3. TRANSMISSIONS: Only OEM stock automatic with stock converter or 3 speed or 4 speed manual with stock replacement clutch and cast iron flywheel. All gears must work. NO 5 speed transmissions. One front drive shaft loop mandatory in the Street Stock division.

4. ROLL CAGE: A four post (6 point) roll cage with a minimum outside diameter of 1 1/2" and a minimum wall thickness of .095 is Mandatory. Mild steel tubing is recommended. No aluminum or galvanized. No pipe fittings. Cage must be fitted, welded, gusseted, and the cage welded to the frame or sub frame (not to floorboards). A minimum of three (3) door bars connecting the uprights on both sides with the driver's side curved to extend into the door. These bars will have at least one set vertical support bars between the uprights. Track highly recommends 2 rear bars through firewall to rear frame and 1 rear loop to protect fuel cell. Cross member may be replaced, if rusted. Driver's head must NOT protrude above cage with helmet on, strapped in seat. Roll bar padding mandatory around driver. Frame connectors mandatory in uni-body bars. Front loop may be used. Must remain behind grill.
Tow hooks must be provided.

5. FUEL CELL: Fuel cell must be enclosed in a metal container securely mounted between the frame rails not lower than the center line of the rear end. Filler neck must be completely inside of trunk area - no access holes. Trunk must have to be opened to fill tank. Maximum size 22 gallons. A fuel shut off within reach of the driver, while strapped in the car is mandatory and must be clearly labeled "ON"/"OFF". A check valve (PVC) is mandatory. Gasoline only as racing fuel no additives.

6. SUSPENSION: New suspension parts are limited to ball joints, tie rods, brake parts. Camber max plus or minus 5 degrees, no heavy duty or truck shocks. No lowering or lifting blocks allowed. Any shock & spring that mounts in stock location will be allowed. Stock sway bar only.

7. BATTERY: One under hood. Must be securely mounted with a commercial mount and/or metal straps. No Bunji Cords. Stock OEM ignition only.

8. SEATS & BELTS: A racing style aluminum seat only is Mandatory. Must be securely fastened (bolted or welded) to the roll cage and/or frame. NO floorboard installations. The seat must be positioned completely to the left of the center line of the car. A high back seat or padded roll bar headrest is Mandatory. Seat belts & harness must be securely fastened to the frame or cage and NOT the floorboards or sheet metal components of the car. All mounts should be in direct line with the direction of the pull. Bolts may NOT be inserted through belt webbing for mounting. Seat belts will be rejected if not in good condition. SEE DIAGRAM IN RULE BOOK. SEAT BELTS MUST BE WORN TIGHTLY AND SECURELY AT ALL TIMES WHILE ON THE SPEEDWAY. ALL DIVISIONS - NO EXCEPTIONS!!

9. WHEELS & TIRES: Steel racing type wheels are mandatory, on all 4 wheels 8" a maximum offset of 2". Must be minimum 1/4" thickness. American Racer Tire Only. G-60 A.R. 8.0"..  If street tire is used with a minimum of 220 tire thread ware, Driver will not   be handicapped until track tire rule is met.

10. Limited slip, factory posi differentials and welded spiders only allowed.
     No cone style rears.

11. Trunk accessibility Mandatory. Trunk may NOT be bolted closed.

12. Hoods must have a minimum of 4 hood pins. No Bunji Cords.

13. BRAKES: Four wheel brakes must have stock brakes with all 4 working, operable & effective at all times utilizing steel brake parts, calipers, rotors, spindles, etc. 

14. EXHAUST No headers. Turbo mufflers only. Exhaust must exit behind driver.

15. WEIGHT Cars must weigh 3,100 pounds after race, with driver, no fuel added. Any ballast must be secured with washers, nuts and bolts, painted with car # on it. Tech Officials should be made aware of the location.

SCANNERS ARE REQUIRED AND ARE TO BE MOUNTED BEHIND AND OUT OF REACH OF DRIVER.  SCANNERS MUST BE IN WORKING ORDER AT ALL TIMES—CHECK YOUR BATTERIES!
TAKE PRIDE in the cars you build. We want to make this track a place that we all can be proud of. Make your team as professional as possible. 

